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' 'USCG INTEGRATED SUPPORT COMMAND PORTSMOUTH INSTRUCTION 9077.1A
B ft .Subj LOCKOUT/TAG -OUT PROGRAM

(a) Title 29, CFR, Part 1910.147
) COMDTINST M9077.1B

— _-__- - ::" l 'PURPOSE Thrs mstructlon 1mplements the standardlzed procedures for the lockout/tag-
... - outof energy isolating devices at Integrated Support Command Portsmouth. This -
. “instruction also provides for protection of Integrated Support Command Portsmouth reparr

..~ personnel performmg mamtenance or repalr of cutters temporanly assigned to the repalr
' faclhty ' o

ACTION D1v1s1on Ofﬁcers and supervnsors shall ensure that thelr personnel comply with
-’the_contents of tlus mstructmn :

o DIRECTIVES AF FECTED Support Center Portsmouth Instructlon 9077.1 is hereby
S cancelled . _

40 DISCUSSION Thrs 1nstructlon provrdes Integrated Support Command personnel with a
. .- . standardized lockout/tag-out procedure to ensure protection from the unexpected start-ups
E and releases of stored energy while performing maintenance on machinery and/or
- 'equlpment All Integrated Support Command personnel, visiting cutters, and temporarily
- assigned personnel are affected by these requirements and shall be briefed on these
procedures by the Safety Officer or designated alternate. This instruction takes precedence
* - over any manufacturer's information and any other machinery and/or equipment
L lockoutftag out procédures. - If an energy isolating device is capable of being locked out, -
- lockout procedures shall be used. -If a lockout procedure is not possible, then a tag-out
- procedure will be used. Tralmng shall be conducted by the shop superv1sors to ensure all
P affected personnel are aware of the lockout!tag-out program S

- DEFINITIONS
_"a_.__ _Lockout/tag-out devnces

{- (1) Shall be singularly 1dent1fied shall be the only dev1ce(s) used for controlling
L energy, and shall not be used for other purposes.

(2) Shall be capable of wrthstandmg the environment to which they are exposed
for the maximum penod of time that exposure is expected




- - CGISCPORTSVA _INST 9077.1A
28 January 1999 - '

<= (3) Shallbe standardlzed within the Integrated Support Command either by color,
- shape, or size and shall indicate the identity of the authorized person applying
the device. The Safety Officer shall designate the standardxzed devices and
color codes,

(4) : Lockout devices shall be substant1a1 enough to prevent removal without the use
of excessive force or tools.

b. Tag-o_ut devices. | |
(1) Shall be of the type detailed in refe_rence (b).

~* (2)'Shall be substantial enough to prevent inadvertent removal.

SR 3) " Shall be of a hon-reusable type, attachable-'by hand, self- '.locking, and non-
' .reusable Wlth a mlmmum unlocklng strength of no less than 50 pounds.

| :_' 4 Shall be constructed and prmted so that exposure to chmate conditions will not
" deteriorate the tag or make the message on the tag illegible.

.~ (5) Shallinclude an applicable message such as the following: DO NOT START,
#2700 T DO NOT OPEN, DO NOT CLOSE, DO NOT ENERGIZE, DO NOT
-OPERATE, and shall warn agamst hazardous condltlons if the machtne or -
equtpment 1s energlzed e : '

e POLICY P
o a The Safety Ofﬁcer or de51gnated altemate shall be respon91b1e for the following:

C _(1) Desngnate in ertmg any altemate personnel authorized to oversee the
B _Iockout/tag-out procedures

2% (2) -Designate in ertlng all custodtans and authorized personnel who will be
e applymg lockoutftag—out dev1ces :

(3) " Ensure that the reqtured trammg 1s promptly provrded and documented in
o personnel folders. :

Ensure that contractors and Crews of visiting cutters are made aware of this
1nstruct10n L - :

(6) Ensure that a periodic inspection of the lockout/tag-out program is conducted
" atleast annually to ensure compliance. This inspection should revrew each -
' authonzed person S responsxblhttes and trauung ' -

b Designated altemates_shall.

; _._'j.Bnef authonzed personnel on references (@) and (b) . .,.-.-_. e e B
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1) - Implement the standard lockout/tag-out program in the absence of the
- Integrated Support Command Safety Officer.

(2) Briefall personnel affected by these procedures prior to the start of work.

(3) Conduct comple’non of all other assrgned dutles in the absence of the Safety
_Officer. - :

c. - .De31gnated custodlans shall

(1) K Ensure SpGClﬁC lockout!tag—out procedures will be posted at or near each
_Ipennanently afﬁxed plece of machmery and/or equlpment

o (2) | Usmg the forms in enclosure (1) mamtam logs of all equipment and
_ machmery whrch are capable of being Iocked/tagged out.

(3) . Maintain lockout dev1ces and master keys for éach lockout device. -

4 -Conduct penodrc 1nspectrons in accordance with references (a) and (b).

- d _Authorlzed personnel shall

.(1.) ,. Nottfy the custodlans pI'iOl' to applylng or removmg lockout/tag-out dev1ces
‘('2) Follow procedures outlmed m enclosure (1) of tlns mstructmn

3) - Each authorrzed person shall recerve tramrng from hrs/her supervrsor in

recognition of energy sources, type and magnitude of energy available in work
areas, and the method of energy 1solatron and control '

g -PROCEDURES

a - Only authorized personnel can'apply or remove lockout!tag-out devices.

l). .Speclﬁc lockout/tag-out procedures will be posted at or near each permanently
- alfixed piece of machrnery and/or equtpment These procedures must be
scrupulously followed L :

l

’ . :____'_':(__:___.______-___z_i_____-;___Lockout/tag-out dev1ces shall be affixed to each energy 1soIatmg dev1ce in a manner

a manner as will clearly indicate that the operatron or movement of energy 1solat1ng
-dev1ces from the "safe" or "off" posmon is strlcﬂy proh1b1ted

4 _Where atag cannot be afﬁxed dlrectly to the energy 1solatmg device; the tag shall be
- located as close as safely possible to the device, in a position where it will be
_ 1mmed1ately obv10us to anyone atternptlng to operate the dev1ce

e.  Following the apphcatron of lockout or tag-out devices to energy 1solat1ng dev1ces
* all. potentially hazardous stored or residual energy shall be relieved, disconnected, -
restramed ‘and otherwise rendered safe :
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f. - Ifthere is a possibility of re-accumulation of stored energy to a hazardous level, a

~ verification of isolation and de- -energization must be accomplished prior to starting
work on machines or equipment that have been locked out or tagged out. This shall
be continued until the servicing or maintenance is completed, or until the possibility
of such accumulatlon no longer ex1sts

g } 'Before lockout/tag-out devices are removed and energy is restored the followmg

procedures must be observed:

(1) The authorlzed persons wﬂl nottfy the custodlan of hls/her intentions.

Q) The work area must be mspected to ensure that all essential items are removed

) and that all machmery or equrpment components are operationally mtact

(3) The work area shall be checked to _e_nsure that all personnel are safely removed.

" h. After lockout/tag-out devices have been removed and before any machinery or

equipment is started, all affected personnel w111 be notlfied that the lockoutftag-out
_ devices have been removed -

- - NOTE: EACH LOCKOUT/T AG- OUT DEVICE SHALL BE REMOVED ONLY BY

THE AUTHORIZED PERSON WHO APPLIED THE DEVICE OR BY AN -

'‘ALTERNATE PERSON. THE CUSTODIAN MAY DESIGNATE AN ALTERNATE TO

" . REMOVE THE DEVICE IN THE ABSENCE OF THE ORIGINAL AUTHORIZED
PERSON THAT APPLIED THE LOCKOUT/T AG OUT DEVICE

Encl

- Dist:

i 3) .;.'..-.:.:Tags must be legrble

e Return all used lockout/tag-out dev1ces to the desxgnated custodlans B

o J ._ When tao-out procedures are used personnel shall also be tramed in the followmg

: 11m1tat1ons of tags

(1) Tags are warning dev1ces and prov1de httle physrcal restramt as Opposed to -
locking devices. _

- {(2) When tags are attached they are to be removed only by the authorized person
who installed them. 1f problems arise, contact the Safety Ofﬁcer de51gnated :
alternate, or des1gnated custodlan for further a351stance . N

R 'R HOUCK

(1) Danger/Cautlon Index Audlt Sheet
- {2) DangerfCautton Tag-Out Record Sheet

- Listl
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